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220v
Relay Module,,Relay Module,Relay Module,

..............依次推类

信号线:IN1 IN2 IN3 IN4 IN5 IN6 IN7 IN8 低电平有效.

GND :电源地

VCC :电源正级

JD-VCC:继电器电源输入和GND 连接(可以单独 给继电器供电。要是继电器和系统电源共用一个电源

       可以把短路帽VCC和JD-VCC短接)

继电器触点容量250V 10A.  ;

Size: 138 x 56 x 20mm 

Power Supply: 5V DC / 400mA (relay all ON)

Input control signal voltage: 

            0V - 0.5V Low stage (relay is ON)

            2.5V –5V High state (relay is OFF).

Input control signal LOW state current:

                     2.5V: 0.1mA.                     2.5V: 0.1mA.

                     3.3V: 0.18mA.

                     5V: 0.35mA.

JD-VCC or  VCC: Power supply input, 5V DC. (JD-VCC RELAY POWER  VCC:SYSTEM VCC)

        GND: Power supply ground and control signal ground.

        CH_x: Control signal input, Low: relay ON, High: relay OFF.

        COM / NO / NC: (C1=COM1, C2=COM2) 

                Control signal state low, the relay ON, COM - NO disconnected, COM - NC connected.                Control signal state low, the relay ON, COM - NO disconnected, COM - NC connected.

                Control signal stage high, the relay OFF, COM - NO connected, COM - NC disconnected

 Datasheet:   http://www.songle.com/pdf/2008961512231004.pdf
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